





Technical Information

Pattern Width Fibre Content Weight

Diva Il 54" 51% Nylon / 7.4 + 50z/
49% Recycled Polyester Linear Yard

Ticker 54" 51% Nylon / 7.4+ 50z/
49% Recycled Polyester Linear Yard

Twilight 54" 67% Polyester / 9.3 % 1.00z/
33% Nylon Linear Yard

Prism 54" 100% Recycled 10.5 +.50z/
Polyester Linear Yard

Cleaning Code Definitions

Abraision
Resistance

50,000
Double Rubs

50,000
Double Rubs

50,000
Double Rubs

100,000
Double Rubs

Light
Fastness

40 hrs.
Minimum

40 hrs.
Minimum

40 hrs.
Minimum

40 hrs.
Minimum

Cleaning
Code

W-S

W-§

Fire
Retardency

Cal.117
Passes

Cal.117
Passes

Cal.117
Passes

Cal.117
Passes

W-S: Clean with water-based cleaning agents, foam or pure water-free solvents. (Energine, Carbonna, Renuzit or other similar products). Vacuuming or

light brushing is recommended to prevent dust and soil build up.

Colour Fastness: Colour fastness to light is the degree to which the fabric will retain its colour when exposed to light. Class 4 minimum at 60 hours is

recommended for direct sunlight exposure situations.
Note: Colour Fastness results may vary from colour to colour.

These are directional fabrics.
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